20080530.ba v04_n174.bam.20080530

>From ???@??? Fri May 30 02:37:54 2008 -0500
Date: Fri, 30 May 2008 07:36:45 GMT
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 4174
Message-Id: <20080530073712.25D6B10B1C5@srvr1.theporch.com>

			    BOATANCHORS Digest 4174

Topics covered in this issue include:

  1) For Sale
	by "ka5den" <ka5den@argontech.net>
  2) That Karlson Enclosure
	by scb@hiwaay.net
  3) Re: That Karlson Enclosure
	by "Jim Isbell, W5JAI" <jim.isbell@gmail.com>
  4) Re: That Karlson Enclosure
	by "Robert Roehrig (K9EUI)" <broehrig@aurora.edu>
  5) 812 vs 811 Transmitting Tubes
	by David Hollander <n7rk@cox.net>
  6) Re: 812 vs 811 Transmitting Tube
	by John Poulton <jp@cs.unc.edu>
  7) RE: [AMSWAP] 812 vs 811 Transmitting Tubes
	by "Ed Sieb" <esieb@sympatico.ca>
  8) speaker designs-  Walsh driver
	by wb3fau@att.net
  9) Re: speaker designs-  Ionovac
	by "Robert Roehrig (K9EUI)" <broehrig@aurora.edu>
 10) Re: speaker designs-  Ionovac
	by Robert Nickels <w9ran@oneradio.net>
 11) Re: speaker designs-  flame speaker
	by wb3fau@att.net
 12) Re: speaker designs-  flame speaker
	by W0EOM@aol.com
 13) Flame speaker? No, try plasma
	by Zengmeiste@aol.com
 14) Re: [Boatanchors] 812 vs 811 Transmitting Tubes
	by "Sandy" <ebjr37@charter.net>
 15) Re: That Karlson Enclosure
	by "Arden Allen" <gumbear@pacbell.net>
 16) Fwd: Re: GB> Re: [Boatanchors] Re: Johnson Navigator
	by john <johnmb@nc.rr.com>
 17) Something for the AMers....
	by "David Stinson" <arc5@ix.netcom.com>
 18) Re: That Karlson Enclosure
	by Tom Norris <nu4g.radio@gmail.com>
 19) Re: Something for the AMers....
	by john <johnmb@nc.rr.com>
 20) Re: Something for the AMers....
	by "David Stinson" <arc5@ix.netcom.com>
 21) Re: [Heathkit] Re: Heath DX-60/HG-10/HR-10 Stations?
	by "David  Thompson" <thompson@mindspring.com>
 22) Re: [Hallicrafters] Re: DX-60 Net
	by Robert Nickels <w9ran@oneradio.net>
 23) Fwd: Flame speaker? No, try plasma
	by Tom Norris <nu4g.radio@gmail.com>

----------------------------------------------------------------------
From: "ka5den" <ka5den@argontech.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: For Sale
Date: Tue, 27 May 2008 19:28:30 -0500
Message-ID: <005801c8c059$c16a4a50$0201a8c0@George>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="windows-1250"
Content-Transfer-Encoding: 7bit

I have a nice copy of the following books and I will ship them in padded
envelopes for a $5 fee.

 RCA Transmitting Tubes technical manual TT-5.  $15

1967-68 Electra Distributing Company catalog.  $15





George KA5DEN
10X 74681 


-- 
I am using the free version of SPAMfighter for private users.
It has removed 10326 spam emails to date.
Paying users do not have this message in their emails.
Get the free SPAMfighter here: http://www.spamfighter.com/len

No virus found in this outgoing message.
Checked by AVG. 
Version: 7.5.524 / Virus Database: 269.24.1/1469 - Release Date: 5/27/2008
1:25 PM
 

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Subject: That Karlson Enclosure
Message-ID: <1211957173.483cffb5618a4@webmail.hiwaay.net>
Date: Wed, 28 May 2008 01:46:13 -0500 (CDT)
From: scb@hiwaay.net
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 8bit

I saw one of these at an estate salvage shop and left it there even tho' I was 
in the market for a good high-efficiency cabinet speaker for my SP-210X/BC-
1004C.
Am I the only person here that finds this thing to be a load of nonsensically 
mis-applied physics, an illogical solution looking for a non-existent problem 
something like the Bose 901 that followed it. If that's harsh, so be it.
For the life of me I cannot see what makes it better or even as good as a well-
designed "straight" reflex enclosure speaker without the sound bouncing back & 
forth between those baffle "lips" & the baffle boards before escaping. I 
wonder of Ed Long ever got to run an FFT on one of them? *That* I'd like to 
see.
For comparison, I picked up a pair of vintage late-60's AR-4Xx dirt cheap a 
while back and just got around to putting in a simple and competent basic AV 
system based on them and was pleasantly surprized how really good these oldies 
are. I am unaware of the presence or influence of them on the sound when 
playing, there is just the most natural presence of music and/or voices at one 
end of the room sounding nothing like sound re-enforcement or PA unlike most 
of their contemporaries. That's pretty much my simple criteria for a good 
successful loudspeaker design. The physics of these things make sense and the 
proof is definitely the performance. These little 2-ways may well have been 
AR's best speaker at the time, without the design compromise penalties & 
greater inefficiency of the larger 3-ways. The shortcoming inherent in all of 
the AR's was their relative inefficiency and resultant lack of dynamic 
response compared to the more effcient bass-reflex & horn loaded systems which 
otherwise sounded more like PA to me.

There was a saying in the biz that nobody could make a loudspeaker system so 
bad that someone somewhere won't like it. My vote goes to the memorably awful 
Fisher XP55-C stereo speaker pair I briefly suffered, unbelievably rancid 
transducers. 

S.B.

------------------------------
Message-ID: <b0295dbe0805280713p814e30as798c0e5b9120dcb8@mail.gmail.com>
Date: Wed, 28 May 2008 09:13:26 -0500
From: "Jim Isbell, W5JAI" <jim.isbell@gmail.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: That Karlson Enclosure
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit
Content-Disposition: inline

About a hear ago I picked up a KLH Model Twenty in a thrift store.
The price was, "$20 if you will get it out of here quick, we dont have
room for it."

It looks like three wooden mushrooms and includes a turntable and AM/FM radio.

I havent the slightest idea what the speakers are as they are in an
enclosure that I don't see any way of opening.

On Wed, May 28, 2008 at 1:46 AM,  <scb@hiwaay.net> wrote:
> I saw one of these at an estate salvage shop and left it there even tho' I was
> in the market for a good high-efficiency cabinet speaker for my SP-210X/BC-
> 1004C.
> Am I the only person here that finds this thing to be a load of nonsensically
> mis-applied physics, an illogical solution looking for a non-existent problem
> something like the Bose 901 that followed it. If that's harsh, so be it.
> For the life of me I cannot see what makes it better or even as good as a well-
> designed "straight" reflex enclosure speaker without the sound bouncing back &
> forth between those baffle "lips" & the baffle boards before escaping. I
> wonder of Ed Long ever got to run an FFT on one of them? *That* I'd like to
> see.
> For comparison, I picked up a pair of vintage late-60's AR-4Xx dirt cheap a
> while back and just got around to putting in a simple and competent basic AV
> system based on them and was pleasantly surprized how really good these oldies
> are. I am unaware of the presence or influence of them on the sound when
> playing, there is just the most natural presence of music and/or voices at one
> end of the room sounding nothing like sound re-enforcement or PA unlike most
> of their contemporaries. That's pretty much my simple criteria for a good
> successful loudspeaker design. The physics of these things make sense and the
> proof is definitely the performance. These little 2-ways may well have been
> AR's best speaker at the time, without the design compromise penalties &
> greater inefficiency of the larger 3-ways. The shortcoming inherent in all of
> the AR's was their relative inefficiency and resultant lack of dynamic
> response compared to the more effcient bass-reflex & horn loaded systems which
> otherwise sounded more like PA to me.
>
> There was a saying in the biz that nobody could make a loudspeaker system so
> bad that someone somewhere won't like it. My vote goes to the memorably awful
> Fisher XP55-C stereo speaker pair I briefly suffered, unbelievably rancid
> transducers.
>
> S.B.
>
>



-- 
Jim Isbell
"If you are not living on the edge, well then,
you are just taking up too much space."

------------------------------
Date: Wed, 28 May 2008 09:37:19 -0500 (CDT)
From: "Robert Roehrig (K9EUI)" <broehrig@aurora.edu>
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <1536606692.71661211985439302.JavaMail.root@mars.aurora.edu>
Subject: Re: That Karlson Enclosure
MIME-Version: 1.0
Content-Type: text/plain; charset=utf-8
Content-Transfer-Encoding: 7bit


----- scb@hiwaay.net wrote:

 
 
> There was a saying in the biz that nobody could make a loudspeaker
> system so 
> bad that someone somewhere won't like it. My vote goes to the
> memorably awful 
> Fisher XP55-C stereo speaker pair I briefly suffered, unbelievably
> rancid 
> transducers. 

In High School days (50's) a friend had a monaural system he just raved about. I went over to hear it and it was no better than an all American 5 table radio. It had a record changer and who knows what for an amp. The speaker system was what was called a "Sweet Sixteen."  It consisted of Sixteen 4 inch ordinary cheap speakers. 

The designers had the mistaken notion that if you totalled the square inch area of all the speaker cones it would be larger than a 12 inch woofer. Whet they didn't account for was that the self resonance of all these speakers was above 500 Hz.

Boze is crap design. Small speakers that are merely driven by amps with a response that makes up for what the speaker lacks.

I too am happy with a pair of AR units. Only problem is somehow I have to get one apart to fix/replace the tweeter control.

-- 
Bob Roehrig
630-844-4898
A.U. Telecom dept.
K9EUI  WD2XSH/19  W9ZGP

------------------------------
Message-ID: <483D75F8.7090707@cox.net>
Date: Wed, 28 May 2008 08:10:48 -0700
From: David Hollander <n7rk@cox.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: 812 vs 811 Transmitting Tubes
Content-Type: text/plain; charset=ISO-8859-1; format=flowed
Content-Transfer-Encoding: 7bit

Looking at the data sheets, the 811 and 812 look to be nearly identical.

Can you replace 811's with 812's in an amp such as a 30L-1 or any other 
amps that use 811's?

Any comments?

73 es Tnx,

Dave N7RK

-- 
***********************************************************
Dave  N7RK          Boatanchors Home Page: http://members.cox.net/n7rk
Phoenix, Arizona         *DXCC Honor Roll*    *WAZ#22 - 75 Meter SSB*

ex-XE2/N7RK, N7RK/ZB2, VK2ERK, ZM0AJN, WB6NRK, WN6IWX

Boatanchor and Antique Radio Collector

------------------------------
Date: Wed, 28 May 2008 11:31:26 -0400 (EDT)
From: John Poulton <jp@cs.unc.edu>
To: Old Tube Radios <boatanchors@theporch.com>
cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: 812 vs 811 Transmitting Tube
Message-ID: <Pine.LNX.4.64.0805281128190.8377@swan5.cs.unc.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII; format=flowed

Um... they're not identical at all.  The 811 is a "zero-bias" tube, while
the 812 requires a large negative bias to get the same plate current.  Looks
like the Gm of the 812 is a bit smaller than the 811 as well.  You definitely 
wouldn't want to sub them without rethinking the grid bias!!

73, John K4OZY


On Wed, 28 May 2008, David Hollander wrote:

> Looking at the data sheets, the 811 and 812 look to be nearly identical.
>
> Can you replace 811's with 812's in an amp such as a 30L-1 or any other amps 
> that use 811's?
>
> Any comments?
>
> 73 es Tnx,
>
> Dave N7RK
>
>

-- 

------------------------------
Message-ID: <BAYC1-PASMTP11491D62C9B0011BE54553C9BC0@CEZ.ICE>
From: "Ed Sieb" <esieb@sympatico.ca>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: [AMSWAP] 812 vs 811 Transmitting Tubes
Date: Wed, 28 May 2008 11:40:56 -0400
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

The only difference betwen them is that the 812 is Hi-Mu and the 
811 is low-mu. I also believe that the 811 is zero bias below 2 KV.

Ed, VA3ES
---------------------------------------------------------------------

 David Hollander wrote:

Looking at the data sheets, the 811 and 812 look to be nearly identical.
Can you replace 811's with 812's in an amp such as a 30L-1 or any other 
amps that use 811's?

------------------------------
From: wb3fau@att.net
To: Old Tube Radios <boatanchors@theporch.com>
Subject: speaker designs-  Walsh driver
Date: Wed, 28 May 2008 16:23:33 +0000
Message-Id: <052820081623.23349.483D87050009E7FD00005B3522230650629B0A02D29B9B0EBF9A0E00CC0D99@att.net>

Anyone remember these?  It  was  a  12 inch cone  speaker  about  12 inches deep.  It used 
titanium  and aluminum sections  on the cone  for mid and high end.  It  was  omni- directional
radiation.  Efficiency  was horrable.  It was amazing how much  power it would suck up,and still not be loud!  I think they were  made by Ohm speakers?   Alot of interesting ideas 
came out in the 70s.  Russ.

------------------------------
Date: Wed, 28 May 2008 11:37:19 -0500 (CDT)
From: "Robert Roehrig (K9EUI)" <broehrig@aurora.edu>
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <191492397.87471211992639311.JavaMail.root@mars.aurora.edu>
Subject: Re: speaker designs-  Ionovac
MIME-Version: 1.0
Content-Type: text/plain; charset=utf-8
Content-Transfer-Encoding: 7bit


One interesting design was the Ionovac tweeter. That one was a real TVI generator. It was a modulated 27 MHz free-running osc. The Speaker element itself looked roughly like a spark plug in the throat of the horn. The RF tube was a 6DQ5 or some such rugged TV type tube (I forget what the modulator was). Anyway the element was connected as the output plate tank cap in a pi net output circuit, as I recall. When power was applied there was a constant blue corona discharge from the element tip to the frame. It was a unique idea in that there were no moving parts, just ionized air.
They were sold under the Electro-Voice and DuKane names.

-- 
Bob Roehrig
630-844-4898
A.U. Telecom dept.
K9EUI  WD2XSH/19  W9ZGP

------------------------------
Message-ID: <483D95BD.8060803@oneradio.net>
Date: Wed, 28 May 2008 12:26:21 -0500
From: Robert Nickels <w9ran@oneradio.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: speaker designs-  Ionovac
Content-Type: text/plain; charset=UTF-8; format=flowed
Content-Transfer-Encoding: 7bit

Robert Roehrig (K9EUI) wrote:
> One interesting design was the Ionovac tweeter. That one was a real TVI generator. It was a modulated 27 MHz free-running osc. The Speaker element itself looked roughly like a spark plug in the throat of the horn. The RF tube was a 6DQ5 or some such rugged TV type tube (I forget what the modulator was). 
Gosh, it's too bad they didn't catch on more, Bob - could have helped 
keep the CB band in check!

Actually the Ionovac was invented by a guy named Siegfried Klein, and 
developed by Dukane in St. Charles IL.  Read the whole story including 
the role ElectroVoice played at the "History" link here:  
http://www.ionovac.com/

73, Bob W9RAN


------------------------------
From: wb3fau@att.net
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "Robert Roehrig (K9EUI)" <broehrig@aurora.edu>
Subject: Re: speaker designs-  flame speaker
Date: Wed, 28 May 2008 17:30:00 +0000
Message-Id: <052820081730.19100.483D9698000BE0E300004A9C22218801869B0A02D29B9B0EBF9A0E00CC0D99@att.net>

  I have  no info on it,  but I recall  someone was experimenting with modulating a flame
[as in fire],  and it  produced audio.  The  flame  itself  was the transducer.  I do not know how audio was coupled  to it.  Russ.
-------------- Original message ----------------------
From: "Robert Roehrig (K9EUI)" <broehrig@aurora.edu>
>
> 
> One interesting design was the Ionovac tweeter. That one was a real TVI 
> generator. It was a modulated 27 MHz free-running osc. The Speaker element 
> itself looked roughly like a spark plug in the throat of the horn. The RF tube 
> was a 6DQ5 or some such rugged TV type tube (I forget what the modulator was). 
> Anyway the element was connected as the output plate tank cap in a pi net output 
> circuit, as I recall. When power was applied there was a constant blue corona 
> discharge from the element tip to the frame. It was a unique idea in that there 
> were no moving parts, just ionized air.
> They were sold under the Electro-Voice and DuKane names.
> 
> -- 
> Bob Roehrig
> 630-844-4898
> A.U. Telecom dept.
> K9EUI  WD2XSH/19  W9ZGP
> 


------------------------------
From: W0EOM@aol.com
Message-ID: <c25.383e4e0d.356ef16b@aol.com>
Date: Wed, 28 May 2008 13:33:31 EDT
Subject: Re: speaker designs-  flame speaker
To: Old Tube Radios <boatanchors@theporch.com>
CC: broehrig@aurora.edu
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="-----------------------------1211996011"


-------------------------------1211996011
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

Rus  - you may be thinking of the deForest  flame detector, which really 
never worked well, if at all.
 
Will



**************Get trade secrets for amazing burgers. Watch "Cooking with 
Tyler Florence" on AOL Food.      
(http://food.aol.com/tyler-florence?video=4&?NCID=aolfod00030000000002)

-------------------------------1211996011
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

-------------------------------1211996011--

------------------------------
From: Zengmeiste@aol.com
Message-ID: <d30.2fefafb2.356f17ce@aol.com>
Date: Wed, 28 May 2008 16:17:18 EDT
Subject: Flame speaker? No, try plasma
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: multipart/mixed; boundary="part1_d30.2fefafb2.356f17ce_boundary"


--part1_d30.2fefafb2.356f17ce_boundary
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

--part1_d30.2fefafb2.356f17ce_boundary--

------------------------------
Message-ID: <008801c8c103$2c1e6030$a7fd834b@gateway>
From: "Sandy" <ebjr37@charter.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: [Boatanchors] 812 vs 811 Transmitting Tubes
Date: Wed, 28 May 2008 15:41:14 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	format=flowed;
	charset="iso-8859-1";
	reply-type=original
Content-Transfer-Encoding: 7bit

No, No, No....definitely NO!

The 812A and 811A appear to be identical, but the amplification factor is 
greatly different!

The 811A will work at or near zero grid bias.  To plug in an 812A will 
invite disaster!

The 811A was originally designed for Class B operation.  Usually Push-pull 
in audio and single tube or multiple parallel tubes in RF Amplifier Class B 
or AB operation.

The 811A was designed for RF amplifiers in Class C operation.

The 811A CAN be operated in Class C operation for slightly higher 
efficiency, but then is only good for CW or plate modulated AM telephony 
modes, not SSB which is the predominant "voice" mode today.

73,

Sandy W5TVW
----- Original Message ----- 
From: "David Hollander" <n7rk@cox.net>
To: <collins@listserve.com>; <amswap@mailman.qth.net>; "BOATANCHORS" 
<boatanchors@mailman.qth.net>; "Old Tube Radios" <boatanchors@theporch.com>; 
<BOATANCHORS@LISTSERV.TEMPE.GOV>
Sent: Wednesday, May 28, 2008 10:10 AM
Subject: [Boatanchors] 812 vs 811 Transmitting Tubes


> Looking at the data sheets, the 811 and 812 look to be nearly identical.
>
> Can you replace 811's with 812's in an amp such as a 30L-1 or any other
> amps that use 811's?
>
> Any comments?
>
> 73 es Tnx,
>
> Dave N7RK
>
> -- 
> ***********************************************************
> Dave  N7RK          Boatanchors Home Page: http://members.cox.net/n7rk
> Phoenix, Arizona         *DXCC Honor Roll*    *WAZ#22 - 75 Meter SSB*
>
> ex-XE2/N7RK, N7RK/ZB2, VK2ERK, ZM0AJN, WB6NRK, WN6IWX
>
> Boatanchor and Antique Radio Collector
>
> _______________________________________________


--------------------------------------------------------------------------------



No virus found in this incoming message.
Checked by AVG.
Version: 8.0.100 / Virus Database: 269.24.1/1470 - Release Date: 5/28/2008 
7:20 AM

------------------------------
Message-ID: <002401c8c10d$a08a8f70$da9d480c@KB6NAX>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: That Karlson Enclosure
Date: Wed, 28 May 2008 14:44:03 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

> Am I the only person here that finds this thing to be a load of
nonsensically
> mis-applied physics, .......

Mis-applied physics in search of a buck.  And, hell, that ain't new either
;-)

Arden Allen
KB6NAX

------------------------------
Message-Id: <6.2.1.2.2.20080528194438.0431b050@pop-server.nc.rr.com>
Date: Wed, 28 May 2008 19:44:52 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: john <johnmb@nc.rr.com>
Subject: Fwd: Re: GB> Re: [Boatanchors] Re: Johnson Navigator
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed


>
>
>Nice little rigs...mine seems quite stable, and perhaps that's because 
>there's so little to make heat inside the cabinet.  Interestingly, it 
>seems EFJ did not regulate the VFO with an 0A2 either ........who knows 
>why...these things weren't cheap.
>
>John K5MO
>
>
>
>At 07:39 PM 5/28/2008, you wrote:
>>Quoting "w7dra@juno.com" <w7dra@juno.com>:
>>
>> > the one i never hear about is the viking navagitor, the little ranger, 
>> with
>> > 30 watts iinput and a vfo in a small cabinet. had one once, traided it 
>> for a
>> > dx100. big mistake, but wanted to work DX. arg
>> >
>> > miike w7dra
>> > mike w7dra
>> >
>>
>>In 44 years of hamming I've only seen one of these in the flesh.
>>I believe they were fairly expensive for a CW only rig.
>>
>>73 de Mike W9OJ
>>
>>
>>************ The Glowbugs E-mail List Website is: ***************
>>*********** http://www.mines.uidaho.edu/~glowbugs/ **************
>>*** Send subscribe and unsubscribe requests to this address: ****
>>************** majordomo@piobaire.mines.uidaho.edu **************

------------------------------
Message-ID: <000701c8c145$7dd0f6d0$6401a8c0@boudreaux>
From: "David Stinson" <arc5@ix.netcom.com>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "Randy Fulco" <rfulco@bellsouth.net>
Subject: Something for the AMers....
Date: Wed, 28 May 2008 23:35:54 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	format=flowed;
	charset="iso-8859-1";
	reply-type=original
Content-Transfer-Encoding: 7bit

http://home.netcom.com/~arc5/FLYER2.JPG

------------------------------
Mime-Version: 1.0 (Apple Message framework v753)
Content-Type: text/plain; charset=US-ASCII; delsp=yes; format=flowed
Message-Id: <284A04BE-766E-44CB-8FC1-0E167A12D6CE@gmail.com>
Content-Transfer-Encoding: 7bit
From: Tom Norris <nu4g.radio@gmail.com>
Subject: Re: That Karlson Enclosure
Date: Thu, 29 May 2008 01:45:24 -0500
To: Old Tube Radios <boatanchors@theporch.com>

....It comes from the same country where they mine unidirectional  
oxygen f ree* copper ore to use in cables....

T

*properly spelled, this word bounced the message  back to me.  Like, eh?

On May 29, 2008, at 12:49 AM, Arden Allen wrote:

yeah, with the crossover networks potted inside wooden cylinders.  Where
does mgujbewood come from? ;-)

Arden

----- Original Message -----
From: "Tom Norris" <nu4g.radio@gmail.com>
To: <gumbear@pacbell.net>
Sent: Wednesday, May 28, 2008 4:20 PM
Subject: Re: That Karlson Enclosure


> Nowadays, the cabinets would be cryotreated or made out of mgujbewood
> or some hoohah LOL
>
>
> On May 28, 2008, at 4:44 PM, Arden Allen wrote:
>
>> Am I the only person here that finds this thing to be a load of
> nonsensically
>> mis-applied physics, .......
>
> Mis-applied physics in search of a buck.  And, hell, that ain't new
> either
> ;-)
>
> Arden Allen
> KB6NAX
>
>

------------------------------
Message-Id: <6.2.1.2.2.20080529063655.042635b0@pop-server.nc.rr.com>
Date: Thu, 29 May 2008 06:37:09 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: john <johnmb@nc.rr.com>
Subject: Re: Something for the AMers....
Cc: "Randy Fulco" <rfulco@bellsouth.net>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed

I love it! Good work!

John k5mo



At 12:35 AM 5/29/2008, David Stinson wrote:
>http://home.netcom.com/~arc5/FLYER2.JPG

------------------------------
Message-ID: <004d01c8c18e$54b0f860$6401a8c0@boudreaux>
From: "David Stinson" <arc5@ix.netcom.com>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "Randy Fulco" <rfulco@bellsouth.net>
Subject: Re: Something for the AMers....
Date: Thu, 29 May 2008 08:17:19 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	format=flowed;
	charset="iso-8859-1";
	reply-type=response
Content-Transfer-Encoding: 7bit

----- Original Message ----- 
From: "john" <johnmb@nc.rr.com>
Subject: Re: Something for the AMers....


>I love it! Good work!


          "Each one hopes, if he feeds the crocodile enough,
            the crocodile will eat him last......"
                                Winston Churchill     

------------------------------
Message-ID: <012101c8c1c6$f600ebc0$d3669a04@yourxb2x7j77gn>
From: "David  Thompson" <thompson@mindspring.com>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: <Hallicrafters@mailman.qth.net>
Subject: Re: [Heathkit] Re: Heath DX-60/HG-10/HR-10 Stations?
Date: Thu, 29 May 2008 16:02:44 -0400
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

My novice station was a DX-35 and hallicrafters S-40B.

There is a DX-60 (entry level TX) net listed in Electric Radio.  Maybe a cw
net needs to be added, too.  The Dx-60 net includes all entry level gear.

73 Dave K4JRB

------------------------------
Message-ID: <483F57EF.10006@oneradio.net>
Date: Thu, 29 May 2008 20:27:11 -0500
From: Robert Nickels <w9ran@oneradio.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: [Hallicrafters] Re: DX-60 Net
Content-Type: text/plain; charset=ISO-8859-1; format=flowed
Content-Transfer-Encoding: 7bit

Robert Nickels wrote:
> Mike Lopez wrote:
>> The DX-60 Net is Sundays @ 8 or 9 A.M. on 3880 Amplitude Modulation. 
>> Net control is Mike N8ECR in Pigeon, Michigan. A DX-60 is not 
>> required, Boatanchors are appreciated.
That's 8AM Eastern Time, Sunday mornings.  Another good AM net aimed at 
low power AM operators is the Mighty Elmac Net, 8 PM Eastern on 3880 
+/-.   The Mighty Elmac Net closes down for Collins AM nights and for 
the summer months, but the DX-60 Net runs year-round.  N8ECR is QSX op. 
for both.

Here's a picture of the Official DX-60 net banner, which is displayed at 
midwest area hamfests by KA9TOC.  *http://tinyurl.com/6ybd9s*

I should have used higher resolution, but you can still make out a few 
of the "John Hancocks" who have signed it.   As can be seen from the 
number of signatures, the DX-60 Net is very popular!

73, Bob W9RAN

------------------------------
Mime-Version: 1.0 (Apple Message framework v753)
Content-Type: text/plain; charset=US-ASCII; delsp=yes; format=flowed
Message-Id: <5FC1BFA1-DCD0-4226-B090-7A4F88FDCE74@gmail.com>
Content-Transfer-Encoding: 7bit
From: Tom Norris <nu4g.radio@gmail.com>
Subject: Fwd: Flame speaker? No, try plasma
Date: Fri, 30 May 2008 02:35:59 -0500
To: Old Tube Radios <boatanchors@theporch.com>

reposted for Terry as his message got clobbered by the OMGITSHTML  
filter...

----------------------------
Begin forwarded message:

From: Zengmeiste@aol.com
Date: May 29, 2008 10:28:29 PM CDT


I seem to misremember an article in PE a gazillion years ago about a  
Plasma system that produced absolutely incredible audio.  Raw plasma  
(do NOT stick your hand in there!!)  in the form of an electric arc  
between two rods constructed from..er...I ferget this part..  Not  
Unobtainium, tho.

Two carbon-steel? electrodes inserted into the plasma and hooked into  
a 100W
amp created pure (yes, that's what it said, I think) audio at all  
freqencies
since there was no physical restriction due to cone size,  
construction or composition. Big bass, crystal-clear  treble.  Kewl.  
An audiophool's dream come true.

The hitch was that the rods producing the plasma were fairly  
expensive, since
they were consumed in the process.

  Hope someone else has more specific into.

   73, Terry Bakowski KC9KEL

 >  I have  no info on it,  but I recall  someone was
 >  experimenting with modulating a flame
 > [as in fire],  and it  produced audio.  The flame tself
 >  was the transducer.  I do not know how audio
 >  was coupled  to it.  Russ. wb3fau@att.net

------------------------------

End of BOATANCHORS Digest 4174
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